
Introducing
SOLARLOK Micro Junction Box

With a size of just 67 x 74.2 mm and a height of only 16.5/15.7 mm, our innovative 

SOLARLOK micro junction box is very small but incredibly powerful. No wonder, as we 

have put more than 25 years of crystalline experience into it. The 2-rail junction box for 

terminating the foils in thin-film panels provides a strong mechanical, reliable crimp. 

Depending on your preference, it is available in a potted and non-potted version at a 

competitive price.



While TE has made every reasonable effort to ensure the accuracy of the information in this document, TE does not guarantee that it is error-free, nor does TE make 
any other representation, warranty or guarantee that the information is accurate, correct, reliable or current. TE reserves the right to make any adjustments to the 
information contained herein at any time without notice. TE expressly disclaims all implied warranties regarding the information contained herein, including, but not 
limited to, any implied warranties of merchantability or fitness for a particular purpose. The dimensions in this document are for reference purposes only and are 
subject to change without notice. Specifications are subject to change without notice. Consult TE for the latest dimensions and design specifications.
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APPLICATION

For terminating the foils in thin-film panels

MECHANICAL

Robust design uses two contact rails and a bypass diode within the protective  
housing

Contact rails are crimped to the solar PV cable, providing a reliable termination

Panel foils are soldered to the contact rails in the aperture area

Contact foil termination can be potted or it can be provided in a non-potted version, 
depending on customer preference

Overall junction box size: width 67 mm x length 74.2 mm

Temperature range: –40 °C to +85 °C

Wire size: 4 mm2, 2.5 mm2, Dual Rated

Protection degree: IP 67

ELECTRICAL

Isc up to  7.5 A

Diode voltage = 150 V DC max.

Withstanding voltage: 1,000 V DC

Rated for 600 V (UL) and 1,000 V (TÜV) system voltages

MATERIALS

Housing: PPE (polyphenylene ether), UL F1-rated

STANDARDS

Designed to pass TÜV and UL requirements

RoHS-compliant

SPECIFICATIONS

Application specification # 114-13304

Instruction sheet # 408-10437

Design objective # 108-2469

PRODUCT OFFERING

Part number: 2152131-1 (500 mm cable assembly junction box)

PRODUCT DIMENSIONS (in mm)

KEY FEATURES

2-rail junction box

Low profile, only 16.5/15.7 mm 
(with/without standoffs)

Low acquisition cost

Designed for flexible 
manufacturing platforms

Solder or weld termination

Potted or non-potted 
in aperture area

Robust latches secure lid to 
the main housing
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